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NOTES
Hollow structural steel tubing shall conform fo the requirements of
ASTM designation AB0Q Grade B Structural Steel Tubing and shall meet
the longitudinal CVYN requirements of 15 ft.-ibs. at 0° F.
All other steel shapes and plates shall conform to the requirements of
AASHTO M 270 Grade 36 except posts and angles shall conform to
. AASHTQ M 270 Grade 50.
 Curted End Sechor 24" Qoprox Bolts, cap screws, and nuts shall conform to the requirement of
- (lrncrdesial) - ASTM designation A307 except for high strength bolts, nuts and washers
;R 4 Jlk noted which shall conform to AASHTO M 164.
All bolts, nuts, cap screws, washers and lock washers shall be
3. . ok i galvanized according to AASHTO M 232.
L As Required _, - ] w‘b’ All posts. railing. rail splices. anchor devices and angles shall be
pal L N - galvanized after shop fabrication according to AASHTO M-111 and
[’ A g MAX. j _/ > - \ ASTM A 385. Galvanized rail shall not be painted.
N | < | - Growrd, (w7€ © < - Railing shail be according fo Section 509 of the Standard
=< 315" Mlllm||f||||f||||*|f||§|||||] m"z \‘“t Specifications, except as noted, ond will be paid for at the contract
s~ : . ~ D Foge unit price per foot for STEEL RAILING, TYPE S-1
L’ A R 7 ——-ng Y For mufti-span bridges. sufficient '4* x 6" x I-2*" gakanized steel
b e 15 S 1 boles E2 : = shims shall be provided to align rail oerween adjacent spans. Cost included
O N Loodnty foce of Vv _J e with STEEL RAILING, TYPE 5-1
) o) End Sectorr N 1 N All field drilled holes shall be coated with an approved zinc rich
0 : T N e ——— § paint before erection.
——e . }’ N ~ ! 9 The %" x 7" x 6 plates that come in contact with concrete shall either
. B > : » ™~ = receive fwo coots of asphalt paint conforming to Section 1060.07 Type II, or
Without Slot With Slot - vk ls** fabric bearing pads shall be placed between the piates and concrete.
or Recess 1L shee/ @ The 3% high strength bolfs used to connect the 6 x 4 x 35 angles
VIEW A-A §£C f/O/V -0 CURLED EN/C SECTION PETAL to the post shall be tightened according to Article 505.04 (f)(2)
R — of the Standard Specifications. The 1% high strength bolts connecting
ROUND HEAD BOLT < the angles to the concrete shail be tightened to ¢ snug fit and given
an additional 'z turn. The 53°'® cap screws in bottom of posts shall be
1 a » . tightened to a snug fit only.
_J)iofi d,;iolzesﬁ;;c;r vfa:h;(r: & /I?ooCuk/:)cL/”/;e?ngolr& The maximum allowable rail post spacing shall be 10°-6°". The rail post
quard rail connection shown on Std. 631026. spacing shown elsewhere in the plans is based on the allowable spacing for
another type of rail. When this fype of rail is used, the number of posts
7 . 137 r’ A Iy may be decreased and the post spacing increased to provide equal post spaces
5”0 Holes ] 4 HSS 12 x 4 x | N{ == of 10"-6" or less.
in post Paraltel to grode N |~——-| 4 g
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bead) with locknuf & flal washer. ol = ] g
g"0 Holes in tubing may be L) s ® 3 1 B \- 2% 3% 3% | 2% Hoes
drifled in the field. “ N J L@ 3, Drain Hole 5. - y 3,00 ool o3, 13,0 00
W x 25— " £ %" x 0%" x 207 O Locknut -1 T
. Z\‘ y / Each Side /‘— ] I l
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3 S B x 5, Stotted Hole || " ° ||| 1SS 6 x4 xly x4 4p-of- I %0 x 1% Cop Screw r-%-{ g ul[y U
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: ot \ e ertoy s 1o Traffic side of ral SECTION AT RAIL SPLICE
14" Holes & 2-1% 7% H.S. Bolts < be provided, adjust top END OF RAIL DETAILS VIEW C-C
in angles with flal washer of rail fo lay parailel 10 " Threaded areas shall be
T 5y » 4 = grade 2757 max. above plugged or blocked off
N 2'® x 34" H.S. Boits with TH= 3 . top of beam, ** Whenever the lower insert assemblies interfere during casting of beom,
i b hex. nut & flat washers iR > [ varies ’ with strand locations, the #3 bars shall be cut
3L 5 . 3. and adjusted in order to allow raising or .
2 2-%"% x 5% Cop Screws | X7 x 6" lowering of the lower inserts. Steel TUb/”Q S
Bg ~ x 3 Shotted Hole with flat washer L’ A HSS 6 x 3 x s x 35 Long, Maximum adjustment not to exceed > { f <, ;«(J)’/Z’S
ECTION A-A Pock weld 1o post & plate ;‘ € Post 65" * I H.S. Nut AASHTO M- 164 1_
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2-Bg 9 Holes in angles
1-55 77 x 557 Siotted
Hole in post.
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ANCHOR DEVICE
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* 3, XX Pipe or Hex Coupler Nuts

conforming fo A.A.S.H.T.0. M291,
- 3" long welded tfo

Grade A
#3 bar and tap pipe for
53 Cap Screw.
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